
Big Tex Trailers reserves the right to change price, design, material and/or specification without notice or obligation.

Our Hydraulic Scissor-pow-
ered system gives you 
ultimate stability and control 
over the precise up and down 
movement of the bed for 
additional ease of use and 
loading/unloading flexibility.

HYDRAULIC 
SCISSOR-POWERED  
TILT DECK SYSTEM

Effortlessly add an electric 
winch to the tilt platform 
using the standard-equipped 
winch mount plate, stream-
lining the installation process 
and enhancing your towing 
capabilities.

Effortlessly load low-clear-
ance equipment using our 
Rear Knife Edge, designed 
for smooth transitions. Addi-
tionally, the collapsible rear 
bumper is specifically engi-
neered to provide enhanced 
safety during transportation.

REAR KNIFE EDGE &  
COLLAPSIBLE BUMPER

FORWARD  
SELF-ADJUSTING 
BRAKES

FRONT WINCH MOUNT  
PLATE STANDARD

Simplify brake maintenance 
with our Forward Self-Ad-
justing Brakes, engineered 
to self-adjust for optimal 
braking performance. This 
innovative system reduces 
downtime and ensures  
consistent stopping power.
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Rear Diamond 
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102" Wide Deck

Formed Front 
Stop Rail

Flush Mount Winch 
Plate at Front of Deck

Continuous Rub Rail & 
Stake Pockets

ST 235/80R16  
Radial Tires  

(14OT) or
ST 215/75R17.5 

(16OT)

Forward 
Self-Adjusting 
Elecrtic Brakes 
on Both Axles7k (14OT) or 

8K (16OT) 
Premium Axles 

with Forward 
Self-Adjusting 

Brakes

12,000# 
Spring-Loaded 
Drop-Leg Jack 

 (Top-Wind)

8" X 10# I-Beam Frame 
(13# on 26' long) Self Contained

Electric/Hydraulic 
Scissor Hoist

14OT / 16OT HEAVY DUTY OVER-THE-AXLE 
TILT BED EQUIPMENT

GVWR:  14,000 – 17,500#                                   AVAILABLE LENGTHS: 22 - 26’                            DECK WIDTH: 102"                        WEIGHT:  4,745 – 5,515#                      COUPLER: Bumper Pull, Pintle

TILT ANGLE:  16°


